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Reduced Diameter 8.8 Eliminator/Drag Brake Kit Installation Instructions
Please Read Completely Before Installation!

Confirm that you have the correct kit before beginning assembly. Make sure
V the four hole pattern on the c-clip eliminators you received matches the
pattern on your housing end. If it does not, please contact Moser Engineering.

Eliminator Parts List

Check your kit against the parts list to ensure your have received all of the 2 -9300LP

Components_ (eliminator for 1.400")
2- 9333LP

If your vehicle is a 1993 Mustang Caobra this kit will not work. (eliminator for 1.533)

Contact us for more information!

Axle Preparation Silicone fube i) ;m\

. o . | A )

Note: If your C-Clip Eliminators are already installed on your
axles, skip this section and proceed to Housing Preparation.

1. Remove axles from housing.

2. You must have at least a 10 ton press to install this kit.

3. Check the eliminator to be ensure the shrink ring is completely in the seal.

4. Slide the eliminator on the axle. The side without the threaded holes goes toward
the axle flange.

5. Place the eliminator with the shrink ring in the seal on a set of V-plates on your Press Here Figure A
press. (See Figure A) | 1 |

6. On stock axles, press the eliminators on until the face of the eliminator is T C-Clip
2 3/8” from the wheel side of the axle flange. Eliminator

*This dimension must be measured on all aftermarket and stock axles. 23/8”

This measurement is critical for your brakes to fit properly. /

**BE VERY CAREFUL not to press the eliminator on too far or
you may break the bearing race. Excessive tonnage applied after
the bearing stops will result in bearing failure.

I.
|
|
7. After completing the same process for the other axle, proceed to Housing Preparation. V-Plate '\| IH V-Plate
Figure B 1/8” — Housing Preparation : : Press Frame
u 1. Remove brake backing plates and bolts from the

: housing end snouts.

| 2. Remove the stock bearings and seals from the housing end snouts.
: 3. Using a hacksaw, shorten the snouts to 1/8” (See Figure B). Then,
Y using a file, deburr the rough edges of the hacksawed snouts.

Deburr Saw Cut — Final Assembly and Re-Installation

1. Slide the axle into the rear-end and up to the brake caliper bracket and the housing end. If you are using a stock type differential, make sure
the axle does not come into contact with the center pin. Some OEM axles may need to have the c-clip buttons removed from the tip of the
axles. (Use an abrasive saw to cut them off.)

. Make sure the eliminator fits flush with the caliper bracket and the housing end is not contacting the seal. If it does, you will need to remove
more material from the housing end snout.

. Once you are sure the axle fits properly, put a bead of silicone (supplied with kit) around the outside diameter of the housing end snout.

. Re-install the axle into the rearend and up to the brake backing plate and housing end.

. Slide the lock washers on the supplied bolts. Then, insert the bolts through the housing end and screw them into the eliminator block.

. Tighten the bolts to 40 ft/Ibs, then repeat process for the other axle.
. Rev. IN20-52
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C-Clip Eliminator Kit for Fox Body with Reduced Diameter Rotor Drag Brakes

These are meant to be used with Moser 31, 33 &35 spline Alloy axles and the eliminators are typically installed at the factory.
This kit allows the use of most 15" Bead lock wheels without need to modify

Housing Preparation

1. With the axles removed from the housing, remove the caliper, rotor and existing brake bracket. Also remove the bearings and
seals from the housing ends.

2. The housing end needs to be shortened to the step on the snout (see diagram). This can be accomplished with a hack saw,
Sawzall, ECT.

Cut Even With this step

Deburr Saw Cut

3. Deburr the end of the snout with a grinder or file and then clean the tubes thoroughly.

4. The eliminator will be installed on the axles at our factory. Included in the kit is a tube of silicone, this will be used to seal the
bearing block to the brake bracket and the brake bracket to the housing ends.

Rev.IN20-52
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Brake Assembly Instructions

5. Start by attaching the rotor to the hat. The rotor has a relief machined on the inboard side of the rotor. With the outside of
the hat facing down, place the rotor on the hat with the relief facing up. Install the supplied spiral snap ring into the groove on
the hat. Verify the snap ring is properly seated. Do this for both sides.

6. Take the right axle and the right caliper bracket and open the tube of silicone that came with your kit. Notice the spacing on
the holes, they match the holes on your housing end with the top set of horizontal holes being wider then the bottom set on the
caliper bracket. Now Apply a continuous bead of silicone around the eliminator block that surrounds the axle and then slide the
caliper bracket on making sure to keep the right axle with the right hand caliper bracket. Now apply a bead of silicone on the
inside of the caliper bracket where it will attach to the prepped housing end. Carefully Install the caliper bracket over the
Eliminator block pressing firmly to seat the bracket into the silicone. Now carefully slide the axle into the housing until it is
seated against the housing end plate.

7. Use the supplied 3/8-24 X 1.25" Bolts and lock washers to bolt the axle/eliminator onto the housing. from the backside of the
housing end thru into the aluminum block. Torque to 35 Ft. Lbs.

8. Install the rotor/hat assembly on the axle flange. Make sure the hat is properly seated on the flange. Some sort of tempo-
rary hat/rotor retention may be required to hold the assembly in the proper location to install the caliper. (Use 2 lug nuts or
hex nuts with the proper thread pitch to hold the hat tight to the axle flange.)

9.Install the caliper using the supplied hardware. Slide the caliper over the rotor making sure the parting line in the center of
the rotor opening must be centered on the rotor to ensure proper operation of the caliper. Moser axles require the use of one
thin and one thick shim. (see pic above) Use of the supplied .025 shims to adjust the caliper may be needed for a factory axle.
Thread locker must be used on the caliper bolts for proper retention. The caliper bolts need to be torque

to 30 ft-Ib’s.

10. CAREFULLY INSTALL THE BRAKE LINE FITTINGS! Over tightening can cause damage to the caliper. The threads in the caliper
are 1/8”x27 NPT. Use a good quality thread sealant on the brake line adapter to insure there is no leakage. Use a quality DOT 4
high temp brake fluid. Silicone DOT 5 fluid is not recommended.

11. Pad bedding procedure

To insure proper operation of your new brake kit you must properly bed in the pads & rotors. Check for proper pedal feel at
slow speeds to assure proper operation. On the track, make a series of hard stops until some brake fade is felt. Allow the
brakes to cool between cycles. It will take approximately 3 runs to properly burnish the pads.
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Qty. Description Part #

2 ea. Moser Dynamic Drilled Drag Rotor 6200-0010 Steel Drag 11.0" Rotor

2 ea. Rotor Spiral Snap Ring 6200-0002
1 set HAWK Racing Pads 6200-0004 HP Plus
» 6200-0004
2 ea. Moser Mopar Dynamic Hat 6200-170-14874

2 ea. Moser Performance Caliper 6200-Z-120-13347

1 bag Moser Disc Brake Hardware Kit 6200-21308
4— shims (thick .067) CEED
4— shims (thin .035) i ‘ ‘ I

4— bolts —3/8x24x 1.25

o0
4— lock washers— 3/8 i

1 ea. Moser Caliper Bracket-LH 6200-A24556

1 ea Moser Caliper Bracket-RH 6200-A24557
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