
 Rev. IN19-38 

#765-1450X 2 
#72310005(BK) or 04(BB) 2 
# 718836XX 4 
# 737304XX 4 
# 838FW 8 
# 718915XX 2 
# 71137084 2 
# 733817XX 

Lower Shock Mount (L-2pcs & R-2pcs) 
Shock Mount for housing (Welding and some modification may be required)*** 

3/8-24 x 1 1/4" Bolts 
3/8"-24 Top Lock Nuts 
3/8" Flat Washers  
1/2"-20 x 2 1/4" Bolts 
1/2"-20 Nylock Nuts 
1/2" Flat Washers  4 

PART# DESCRIPTION QTY. 

This mount provides approximately 6" of height adjustment for the lower coil over mount. 

1. Position the axle brackets on the housing tube fitting the bracket around

and make sure the adjustment holes are positioned to be 90 degrees to the

ground.

2. Bolt one right and one left bracket on each axle bracket. Some shock coil-

overs have misalignment bushings built in to the shock eyes. Other brands of

shocks may require optional misalignment bushings on each side of the coil

over shock to take up the space between the brackets. The "L" shaped right

and left bracket can point up or down depending on where you want to posi-

tion them. Be sure that there is at least one empty hole between the 3/8

mounting bolts.

Super Shock Coil Over Installation Instructions 
7280SSBK  (No Back Brace)
7280SSBB (With Back Brace)

7280LCBK (Lower Shock Mount Kit Only)

7280SSBB7280SSBK

7280LCBK

***Housing Shock Mounts not included with 7280LCBK Kit




