
8080LP 
Low Profile 5/8 Stud Kit

Moser Engineering NEW Low Profile 5/8" Sleeve
Style Stud Kits for Internal Parking Brake Kits

For 5/8"-18 drilled and tapped axles requiring clearance for 
Internal parking brake components requiring 5/8" studs or for 
tight clearance with some C-Clip Eliminators. 

Instructions:
1. Before installing the axle be sure to screw the 5/8" Studs in from the back of the 

flange. When the stud is within an 1/4" of flange add a small amount of blue Loc-
tite to the threads of the stud just under the hex head but behind the flange before 
before tightening the stud to 50 ft/lbs.

2. Then using the sleeve installation tool screw the sleeves onto the stud until tight 
against the flange making sure to not get any of the Loc-tite on the sleeves as this 
will make it hard to remove the sleeves in the future.

3. At this point on the installation is straight forward by installing the axles and the 
brakes.

4. Install the wheels and then the supplied aluminum wheel spacers and 5/8" Nuts 
then torque to 95 ft/lbs.

Bill Of Materials:
Qty Part # Description
10  80LP3  – 3” L/P Drive Stud
10 80NS – Notched Sleeve
10 80LS  – Thin Spacer
10 80ON  – Lug Nut
1 80IT  – Installation Tool
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