
102 Performance Drive  |  Portland, IN 47371  |  260.726.6689  |  260.726.4159 Fax  |  info@moserengineering.com  |  www.moserengineering.com

Rear Ends  |  Suspensions  |  Axles  |  Brakes

Installation instructions for the 9300 eliminator on the 1993 Mustang 
Cobra or 1994 -2004 Mustang with factory disc brakes (GT or Cobra)

Note: On the 1994-2004 models with anti-lock disc

brakes, the anti-lock feature will not function with this kit.

1. Prepare the housing as described in the instructions for the drum brake

installation using a 5/16 tube length.

The factory cast caliper mounts require machining to accept the c-clip

eliminators (See Figure A).

2. Overlay a c-clip eliminator body on the wheel side of the caliper mount

plate making sure that the bolt holes are properly aligned (Installation of

a few of the supplied bolts will aid in alignment).

3. Outline the c-clip eliminator and machine/mill out the area inside

the newly drawn outline to a depth equal to that of the factory recessed

holes.  This will also provide a flat surface for the c-clip eliminator to

bolt against.

4. If you are using the factory axles, you will need to remove the anti-lock

brake exciter rings from the axles.

5. Install the c-clip eliminator on the axle to a dimension of 2 15/16 from the

wheel side of the axle to the caliper side of the eliminator (See Figure B).

6. The axle/eliminator assembly is now ready to install.
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