
Spool Installation & Bearing Selection Instructions 

1. All spools must be used with aftermarket axles only. DO NOT use a Moser

Spool with OEM axles.

2. Make sure the ring gear fits tightly on the spool (.002—.005 interference fit).

3. Installation of the Dana Spool bearings requires a light press fit to allow easy

access to required shims.

9” Ford with 2.891 case 

31 or 33 spline 

(2) LM102910  Cup

(2) LM102949  Cone

9” Ford with 3.062 case 

31 or 33 spline 

(2) LM603011  Cup

(2) LM603049  Cone

9” Ford with 3.250 case 

35 or 40 spline 

(2) LM104911  Cup

(2) LM104949  Cone

8.8 Ford  

31, 33 or 35 spline 

(2) LM603012  Cup

(2) LM603049  Cone

Chevy 10 Bolt 8.5” 

30 or 33 spline 

(2) LM102911  Cup

(2) LM102949  Cone

Chevy 12 Bolt  

30, 33 or 35 spline 

(2) LM603012 Cup

(2) LM603049  Cone

8 3/4 Mopar 35 Spline 

(If using stock tapered bearings and adjusters on 

axles a spacer must be used in between the axles for 

the axle bearings to get the correct preload.) 

(2) LM104912  Cup

(2) LM104949 Cone

Dana 60 

35 or 40 spline 

(2) 382S Cup

(2) 387A  Cone

9” Ford with 3.821  case 

40 spline– Alum or Pro Spool 

(2) 382S  Cup

(2) 387A Cone

Type of Spool Timken Bearing # 

Rev. SB19-01 

Moser Engineering Inc. disclaims warranty of any kind, including but not limited to an expressed or implied warranty of quality or fitness for 
any purpose. No warranty of any kind, expressed or implied, as to the quality or suitability of this product for any use, is hereby made by Moser 

Engineering. The buyer assumes all risk and liability resulting from the use of the goods. Seller neither assumes nor authorizes any person to 

assume for seller any other liability in connection with the sale or use of the goods sold, and there are no oral agreements or warranties collat-
eral to or effecting the disclaimer or warranty. Included in said disclaimer is service of or remanufacturing performed by Moser Engineering on 

any product. 
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